
2 2 2

M8 X 100 M8 X 30

B

C

A

F

F

A

6

NOTE:
ON 600 & TRAPEZOIDAL TABLE
DISCARD SPACER H AND
REPLACE BOLT  F WITH BOLT G
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HOLE IS DESIGNED TO BE 
TIGHT FIT TO AVOID RACKING
AFTER ASSEMBLY
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TROUBLE SHOOTING

WHEN BOLT "A" IS TIGHTENED DURING
ASSEMBLY IT MAY CAUSE THE PLUNGER 
TO ROTATE CLOCKWISE.
THIS CAN IN TURN CAUSE BOLT "B" TO
BIND ON THE SIDE OF SLOT "C" IN THE
PLUNGER HOUSING AND INTRODUCE 
SUFFICIENT RESISTANCE TO STOP THE
SPRING PLUNGERS FROM WORKING 
PROPERLY.

TO OVER COME THIS PROBLEM TURN 
BOLT "A" ANTI-CLOCKWISE BY A FRACTION
OF A DEGREE THUS CENTERING BOLT "B"
IN SLOT "C" UNTIL THE SPRING PLUNGER
OPERATES SMOOTHLY.

ASSEMBLY NOTES:
TO SIMPLIFY ASSEMBLY THE CASTOR PINS ARE SUPPLIED SEPERATLY FROM THE PLASTIC CASTOR.
ONCE THE CASTOR PINS HAVE BEEN SCREWED INTO POSITION THE CASTOR CAN BE FITTED.
PLEASE NOTE THE CASTORS ARE A TIGHT INTERFERANCE FIT ON THE PINS AND CONSEQUENTLY
CONSIDERABLE FORCE MAY BE REQUIRED TO  SNAP THE CASTOR INTO POSITION.
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